
 

 

 FAQ / Application Note 

Subject : How to enable dual LVDS display(extend mo de) for CX700 chipset 

FAQ Document No: G09001 Date: 2009/02/02 

Model Name. ECM-CX700, EPI-CX700 Rev. A1 

Category : �í�í�í�í General  �í�í�í�í H/W �î�î�î�î S/W �í�í�í�í Others,   Setup   

Purpose : This is used to configure dual LVDS displ ay(extend mode) for CX700 chipset 

Test Environment and condition : 

Windows XP OS 

Special BIOS requirement: 3714D.bin (VGA BIOS E24DL000.ROM )  

Special LVDS cable: E1704800601R (Use AUO G150XG01 panel) 

VGA driver: VT3324_XP_VIsta_22-03-01e_Embedded_wIShld 

Test Procedure and Results:  

Step 1: Using an awdflash tool to update the special BIOS 3714D.bin in order to support the dual view display 

 
Step 2: Choose the correct resolution in BIOS panel type which fits the LCD panel. Note that under dual 

view/extend mode, CX700 only support single 18/18 bit Or 24/24 bit LVDS panel. 

 



 

 

Step 3: Update the VGA driver version to VT3324_XP_VIsta_22-03-01e_Embedded_wIShld   

 
Step 4: Restart the computer after VGA driver installation 

 
Step 5: Click Display Properties Settings and choose S3 Display 

 



 

 

 

Step 6: Mark Expand image preferred for LCD and mark Extend my Windows desktop onto this computer  

for LCD1. 
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Step 7: You would see 2 images with dual view display for extend mode. 

 



 

 

 


